


   
        

 
                             
                     

 
 
  
 

 
 
 
           
 
            DIMENSIONS AND WEIGHT                           TECHNICAL SPECIFICATIONS 
 
                Length                           3400 mm                               Electric supply         220 V 50/60 Hz Mono phase 
                Height                            2000 mm                               Electric consumption                                 1 Kw/h 
                Width                             1600 mm                               Air supply                                                     6 bar 
                Weight                             450 Kg                                Average air consumption                          10 l/min 
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                  SOME IMPORTANT FEATURES ARE: 
 
�  A further advantage consists in a 

remarkable reduction of inox spacer costs 
when manufactured and assembled by the 
machine starting from the coil on tape, also 
avoiding the stocking of a number of 
spacer’s sizes. 

�  Data entry is very simple and can be 
manual or by bar code scanner on request. 
The machine can be pre-set for fully 
automated daily production and stops 
automatically waiting for ready orders to be 
taken away from the tapis roulant. 

�  An estimated time of about 3 minutes and 
30 seconds is normally needed to assemble 
a track of 2,5 lm (25 carriers). A daily 
production of about 140/160 vertical blind 
tracks is achievable. 

�  The blind’s stackings (left, right or central) 
can be pre-set while inputing the order. 
The same procedure is valid for slope 
blinds. 

�  A MODEM integrated in the computer 
allows a direct connection to Tecno System 
for verifying and solving from a distance 
possible anomalies 

�  All mechanic, electric, electronic and 
pneumatic parts are guaranteed to UNI 
European standards. 

�  The AC 1000 has been designed and built 
according to the EC law. 

 


