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CARATTERISTICHE TECNICHE 
 

·  Voltaggio         220V 50/60 Hz 
·  Consumo elettrico medio                    1 Kw/h 
·  Pressione d’esercizio                       6 Bar 
·  Consumo medio aria                 10 l/min circa 

Tutti i fattori coinvolti nel processo di saldatura, quali 
l’intensità di riscaldamento ed i tempi sia di saldatura 
che di raffreddamento possono venir variati 
indipendentemente uno dall’altro tramite i comandi 
posti sul pannello frontale. Ciò consente all’operatore 
di adattare le caratteristiche della saldatura ad ogni 
differente tipo di tessuto. Un contatore incorporato 
consente di registrare il numero delle saldature 
eseguite.  

All factors involved in a pressure- thermo 
sealing process such as the intensity of the 
heates, the sealing and cooling times, can be 
independently adjusted at the control panel. This 
allows the operator to vary them to the 
individual characteristics of the fabric he is 
working with. Acounter is also included to keep 
track of the number of sealing operations.  

TECHNICAL SPECIFICATIONS 
 
·  Electric supply                220V 50/60 Hz 
·  Average electric consumption                   1 Kw/h 
·  Air supply                                          6 bar 
·  Average air consumption              about 10 l/min   

    DIMENSIONI E PESO 
 
·  Lunghezza      480 mm 
·  Altezza      550 mm 
·  Profondità      450 mm 
·  Peso       58 Kg 

DIMENSIONS AND WEIGHT 
 
·  Length                             480 mm 
·  Height                      550 mm  
·  Width                                     450 mm 
·  Weight                                  58 Kg  
 


