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     CARATTERISTICHE TECNICHE 
 

• Pressione di esercizio:                    6 bar 

• Consumo aria:                   20lt/min circa  

CARATTERISTICHE  

    Tavolo da lavoro composto da: 

• Cilindro pneumatico senza stelo con carro 

guidato. 

• Pulsanti a pedale per la salita e la discesa 

della barra supporto tenda. 

• Numero sei supporti scorrevoli per aggancio 

della tenda. 

• Pianale di supporto scatole porta accessori 

• A richiesta è disponibile la versione con 

doppia postazione di lavoro. 

FEATURES  

   The bench is equipped with the following:  

• Pneumatic rodless cylinder with guide.  

• Blind supporting – bar controlled by up and 

down pedal system. 

• Six sliding supports for blind hanging. 

• Support platform for components boxes. 

• On request is available the double working 

station version. 

TECHNICAL SPECIFICATIONS 

 

• Air supply                              6 bar  

• Average air consumption   20lt/min about  

        DIMENSIONI E PESO 
 

• Lunghezza                               2000 mm   

• Altezza          4200 mm 

• Profondità          1100 mm 

• Peso             100 Kg 

DIMENSIONS AND WEIGHT 

 

• Length                                      2000 mm  

• Height                    4200 mm  

• Width                                   1100 mm 

• Weight                     100 Kg  

 


