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IMPORTANT FEATURES: 
 

� From the TOUCH SCREEN computer display 
you can input and memorize individual setting 
for each fabric to process, such as speed, cold 
crash cut or ultrasonic cut 

� All cutting heads both cold and US can be 
easily positioned according to the blind size 

� A special tensioner operated by two photocells 
keep under control the perfect tensioning of 
the fabric from beginning till end of the roll. 

� The absolute precision of the steel and rubber 
cylinders driving the fabric insure the perfect 
squaring of the fabric particularly on screen 
and light coated fabrics. 

� Productivity speed is at least four times higher 
than a traditional cutting table and this is 
particularly appreciable when manufacturing 
small series of same size blinds. 

� Production speed about 150 blinds (size 
2000x2000). Productivity doubled using 3 
cutting heads I.E. 2 blinds 1500x2000. 

� All automatism are controlled by a micro 
processor checking the electronic and 
pneumatic devices. 

� Emergency stop buttons. 
� Mechanic, electric and electronic components 

are according to UNI norms. 
� MFR3500 has been built according to CE 

norms and regulations. 
� OPTIONAL: 

Additional cutting heads both cold and US can 
be requested. 
Motorized heads for self positioning are also 
available. 
Bar code system possible. 

TECHNICAL SPECIFICATIONS 
 

• Usefull cutting width                3300mm 
• Eletric supply             220 V – 50/60 HZ 
• Average eletric consumption          2 KVA 
• Air supplì                                        7 BAR 
• Average air consumption    about 90 Lit/min 

         DIMENSIONS AND WEIGHT  
 

• Length                        4450 mm 
• Height                         1600 mm 
• Width                          1750 mm  
• Weight            about   3500 Kg   


