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          SPECIFICHE TECNICHE 
 

• Voltaggio         220V 50/60 Hz 

• Consumo elettrico medio                    1 Kw/h 

• Pressione d’esercizio                       6 Bar 

TECHNICAL SPECIFICATIONS 
 

• Electric supply                220V 50/60 Hz 

• Average electric consumption                   1 Kw/h 

• Air supply                                          6 bar 

    DIMENSIONI E PESO 
 

• Larghezza      910 mm 

• Altezza      550 mm 

• Profondità      820 mm 

• Peso       90 Kg 

DIMENSIONS AND WEIGHT 
 

• Width                              910 mm 

• Height                      550 mm  

• Width                                     820 mm 

• Weight                                  90 Kg  

 

CARATTERISTICHE  TECNICHE 

 
➢ Controllo numerico per la gestione della misura 

➢ Taglio a cesoia con movimentazione 

pneumatica 

➢ Coppia di carrelli regolabili per il rifilo del 

materiale 

➢ Porta bobine con dischi di centratura  

➢ Guida per il tessuto auto centrante 

➢ Piano di raccolta regolabile in altezza 

➢ Conta pezzi 

➢ La TG30 è in grado di tagliare 120 pz al minuto 

di 150mm circa 

➢ Larghezza bobina: max 300mm 

➢ Lunghezza pezzi: min. 50mm max 350mm  

FEATURES 

 
➢ Numerical control sistem for the measurement 

➢ Pneumatically guided cutting scissors 

➢ Two adjustable carriages to trim the fabric 

➢ One coil holder with disk sto keep the coil 

centered 

➢ Autocentering guide to ensure perfect centering 

of the fabric 

➢ Collection surface adjustable in height 

➢ Piece counter 

➢ The TG30 can cut 120 pieces about 150mm per 

minute 

➢ Coil width: max 300mm 

➢ Length of piece: min 50mm max 350mm 
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