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                         DIMENSION AND WEIGHT    TECHNICAL SPECIFICATIONS 

                          • Length                    6900 mm                                                 • Useful cutting width: up to  5600mm       

                          • Height                    1650 mm                                                 • Useful cutting length: up to 5700mm             

                          • Width                     6600 mm                                                 • Electric supply: 220 V – 50/60 HZ           

                          • Weight about          2000 Kg                                                  • Average electric consumption: 2 KVA       

                                • Air supply: 6 BAR       

                                • Average air consumption: about 30 Lit/min           
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                              FEATURES: 

� The  “Bridge” cut device, allows to trim the fabric even a 

few millimetres; limiting considerably the waste of fabric. 

� A touch screen computer allows to set and memorize all 

fabric information such as speed and types of cut (cold or 

ultrasonic cut). 

� Two reel-holding rollers with automatic fabric unrolling and 

aligning by means of a photocell. 

� Pneumatic fabric pressure unit during the cutting phase. 

� The fabric runs on a luminous check panel located on the 

working table allowing the operator to check fabric quality. 

� Automatic square with control panel integrated for material 

measuring and checking. 

� Ultrasonic cutting head  cold cutting by crash cut system. 

� All automatisms are controlled by a microprocessor 

checking the functioning of all electronic and pneumatic 

components 

� TR 5600 can be programmed for different square 

possibilities: two, or four-side trim, with the possibility of 

manual size setting. 

� Possibility of automatic laying of the fabric for sheets of 

large dimensions. 

� Automatic marking of the fabric for processing Roman 

Blinds. 

� Possibility to make cuts in resumption to process sheets 

with dimensions larger than those that the machine could 

physically accomplish. 

� Program for cutting stripes for vertical blinds by the coil of 

fabric for roller blinds. 

� Emergency buttons 

� All mechanic, electronic and pneumatic parts are       

guaranteed by UNI norms 

� Machine TR 5600 has been built and designed   according to 

CE norms 

 


